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Connections behind the product 

Connect the nitrogen supply pipe to the appliance 
 

Connect the power cord to the VV8 

To be done before the product is built-in  
or placed against a wall 
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Setting up the appliance 

Adjust the 4 feet independently 
in such a way as to incline your 
cabinet slightly towards the rear 
by 2 - 3°, in order to allow 
condensation to flow out. 

 

 

 

To perfectly align the appliance’s 
doors horizontally and correct 
any unevenness of the surface on 
which the appliance will stand, 
you can tighten or loosen the 
front feet with a 19mm key. 

 

Observe the following flush-fitting 
conditions if needed 
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Be careful : 
If those requirements 
are not fulfilled, it 
can lead to temperature 
defects.  



Open the nitrogen bottle 
The pressure must be 
 0.6 bars max (6) 
 

Remove the safety 
cap located on the 
tip of the nitrogen 

bottle (1) 

Place the pressure reducer on 
the nitrogen cylinder and 
screw down using the 
pressure reducer wrench 

(2;3).  

Connecting the nitrogen cylinder 
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The pressure gauge (A) shows you the level of 
gas in the cylinder.  
A full bottle = 200 bars.  
 
The second pressure gauge (B) shows you the 
supply pressure of the appliance: 0.6 bar 

Connect the supply pipe 
to the pressure 
reducer (4) 

B A 

Make sure you place the nitrogen bottle in a safe place to prevent it from falling 
(risk of damaging the pressure regulator) 
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Installing the glass holders 

Show the customer that it is possible to install or not the glass 
holders, and to adjust the height according to the glasses. 

Remove the protective film from both sides of the glass holder 

Using a 4mm 
Allen key 
(supplied) 



Plug the VV8 cord to the electrical outlet 
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Electrical connection 



First configuration 
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The installation screen helps to configure 
the mains settings through tutorials. 
We recommend doing this step in the 
presence of the manager . 
At each step, a tutorial is associated.  
Once the step is completed, a tick appears 
in front of the line. Once all steps have been 
completed, the installation is validated and 
the main screen will appear. 

LANGUAGE, UNITS AND CURRENCY 

DATE & TIME 
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First configuration 

Ask the Manager what passwords he wants to set for the waiter and 
manager.  
Initially, the waiter and Manager passwords are: 0000 

PASSWORD 

CLEANING 
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CALIBRATION 

First configuration 

SETTING MEASURES 

Ask the Manager what measures  he wants to set. 

There is no need to repeat the process for the other taps, one calibration is enough. 
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First configuration 

SETTING TEMPERATURES 

The start up is now complete.  
Start the user training. 

Ask the Manager what temperatures he wants to get for each compartment 



11 

Training – Features overview 

  Explain the main screen 
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Training – Features overview 

Explain the other menus by navigating in each pictogram. 
Insist on the difference between changing a bottle by the same reference and by a 
different reference. 



Installing at least one wine bottle 
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Training – Installing a wine bottle 

Show the possible locations for Magnums bottles 

Place the bottleShow the gesture 
and have the client practice. 
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This label is present on one of the articulated 
heads of each compartment. 
 

If a bottle is having problems staying in 

place inside the articulated head, the neck or the 
seal are perhaps too damp. 

 

Dry the seal and the neck then try again.  

 

The labels are repositionable and can easily be 
removed once the users are trained. 

Training – Installing a wine bottle 

Explain the right position of articulated head 
 

Explain the meaning of the label which is stuck on the articulated 
head 

Vin au Verre 8.0 accepts wine bottles having an inner diameter of the neck 
between 17.2 mm and 19.7 mm.  
This represents 99% of the volume of wine bottles identified worldwide. 
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Serving a measure 

DO NOT USE THE « MANUAL » MODE to serve a measure. 
This step is no longer necessary with this product unlike the former 

VOV3. 

Delivery of keys & accessories 

Training – Serving a measure 

If you place the 8 bottles with the client... And if ... 
 
- The next service is within a couple of hours  
Serve a measure for each bottle to get the oxygen out.  
To do so, you don’t need to switch to manual mode but just serve a measure of 1cl 
on each bottle for example. 
 
- The next service is the day after  
Serve a measure (to evacuate oxygen), then do an automatic cleaning (daily 
cleaning) to prevent oxidation of the remaining wine in the taps 
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Explain to the customer that the level of remaining gas in the 
nitrogen bottle can be seen on the pressure manometer to anticipate 
the  replenishment. 
A notification        appears on the screen every 2 weeks remind the 
user to check the remaining nitrogen level.  

This indicator light will flash every 24H to remind you to carry out 
cleaning if the product has been used. 

Training – Operating faults and warning messages 

These elements with 
the resolutions are 
detailed on the 
technical manual 

REMINDERS 

WARNING MESSAGES 

Remind the client that each warning message is associated to a tutorial that 
must be followed to solve the issue.  
Possibility to simulate a leak or empty nitrogen bottle to make a demonstration. 
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Remind the client that a maintenance program (specify duration) is planned 
with operations every 6 months  

 
Specify that an orange wrench will appear on the screen as a reminder for the 
maintenance. 

Training - Maintenance procedures  

DAILY CLEANING 

If you demonstrate it to the client, do it after placing the bottles and serving 
measures of 1 cl for each bottles. 

MAINTENANCE PROGRAM 



18 

MONTHLY CLEANING (see Quickstart.) 

Training - Maintenance procedures  


